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ABOUT US

VersaStrut Structural Support System and fasteners is the ultimate solution to fix and fasten your
cables and structure in the electrical and construction industries.

The range of products includes C-Channel Struts, Cable Clamps, C-Channel Fittings and various
Fasteners which are manufactured from materials of top quality and conform to international standards
such as BS EN 1461, ASTM A294:2001 and others.

We provide a complete solution for our customers from designing to engineering calculation and
customized fabrications.

Eriweld International has more than 10 years of experience in design, supplying and installation of
cable support system for various large infrastructure projects in Singapore and this has enabled us to
understand our customers’ needs better.

Eriweld International is well established in Singapore with sales networks in Southeast Asia, Northeast
Asia and the Middle East. Over the years, we have garnered several business awards including the Asia
Pacific Top Excellence Brand 2010/2011, 2010 Successful Entrepreneur and SMES500 2012.

Our motto is to provide Total Solution and Total Commitment to meet clients’ needs.

PROJECT REFERENCES:

e (Qatar Rafan Gas Projects ¢ Singapore Changi Naval Base

e Dubai Metro Project ¢ Vietnam Phu My Power Plant

¢ Singapore Circle Line Projects e Vietnam Tan Sohn Nhat International Airport
® Singapore Downtown Line Projects e Vietnam Saigon Pearl

¢ Singapore Kallang Paya Lebar Expressway ¢ Vietnam Bitexco Financial Center

® Singapore Marina Coastal Expressway ¢ China Da Ya Wan Nuclear Power Plant

e Singapore Woodlands Sub-Station ® China Sinopec Petrochemical Refinery

¢ Singapore Keppel Merlimau Power Plant




STANDARD C-CHANNEL STRUTS

VersaStrut’s standard P41 Series Channels provide full corrosion protection using Hot-Dipped

Galvanized finishing in compliance to BS EN 1461.
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It is versatile, simple and easy to install, saving time and cost. Other materials like Stainless
Steel Grade 304 and 316 are also available upon request. Custom-made dimensions are also

available upon request.

P41 Series Channels & Combinations

P4121

* Plain & Slotted

P4121 * Hot-Dipped Galvanized
* Thickness: 2-5 mm
Description Part No. Length (m)
41x21 Plain P4121-3000-H 3
41x21 Plain P4121-6000-H 6
41x21 Slotted P4121-S-3000-H 3
41x21 Slotted P4121-S-6000-H 6

P4141
T 41
|
|
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* Plain & Slotted
P4141 * Hot-Dipped Galvanized
« Thickness: 2-5 mm
Description Part No. Length (m)
41x41 Plain P4141-3000-H 3
41x41 Plain P4141-6000-H 6
41x41 Slotted P4141-S-3000-H 3
41x41 Slotted P4141-S-6000-H 6

P4125

o

EEE

P4135

Ordering Code: P4141 - 6000
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Type

P4125X2

P4135X2
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Length  Finishing
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=

T
aESt

[

P4121X2

* Plain
P4121x2  Hot-Dipped Galvanized
* Thickness: 2-5 mm
Description Part No. Length (m)
41x21x2 Plain P4121x2-3000-H 3
41x21x2 Plain P4121x2-6000-H 6
P4141X2

=

« Plain
P4141x2  Hot-Dipped Galvanized
« Thickness: 2-5 mm
Description Part No. Length (m)
41x41x2 Plain P4141x2-3000-H 3
41x41x2 Plain P4141x2-6000-H 6
P4162 P4162X2
4
2
62
P4182 P4182X2

H:

Finishing:

H — Hot-Dipped Galvanizing
S — Stainless Steel Grade 316
E — Electro Galvanizing
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STANDARD C-CHANNEL STRUTS

Beam Loading Data

SPAN (mm) 600 750 1000 1500 2000 2500 3000 3500 4000 4500 5000 6000
P4121 235 196 073 032 0.8 0.1 008 006 0046 0036 003  0.02
P4121x2 631 525 35 183 102 066 045 033 025 02 0.16  0.11
Mo Allowable | P414! 68 647 381 195  1.09 07 048 036 027 021 017 0.2
Uniform Load P4141x2 1982 1652 1101 734 55 44 288 211 162 128 103 072
(KN) P4162 1338 111 743 495 324 207 144 105 081 064 051 036
P4162x2 4115 3429 2286 1524 1143 914 762 653 504 398 322 224
P4182 2131 1776 11.84 789 592 442 307 225 172 136 11 076
P4182x2 68.12 5677 3785 2523 1892 1514 1261 1081 946 841 7.2 494
P4121 248 182 073 032 0.8 0.12 008 006 005 004 003 002
P4121X2 1399 1029 411 183 102 065 045 033 025 02 0.16 0.11
P4141 1493 1098 439 195  1.09 07 048 036 027 021 0.7 0.2
P4141x2 88.16 6482 2593 1152 648 414 288 211 162 128 103 072
D?;Cfggg at P4162 441 3242 1297 576 324 207 144 105 081 064 051 036
Load (KN) P4162x2 27425 201.66 80.66 3585 20.16 129 896 658 504 398 322 224
P4182 93.99  69.11 27.64 1228 691 442 307 225 172 136 L1 076
P4182x2 605.52 44523 178.09 79.15 4452 2849 1978 1453 1LI13 879 712 494
P4121 235 196 13 087 065 052 043 037 032 029 026 021
P4121x2 631 525 35 233 175 14 .17 102 087 077 07 058
Uniform Load P4141 6.86 647 381 254 19 152 127 108 095 084 076 0.63
Allowable P4141x2 1982 1652 1101 734 55 44 367 314 275 244 22, 183
Tension (KN) P4162 1338 1115 743 4095 371 297 247 212 18 165 148 123
P4162x2 4115 3429 2286 1524 1143 914 762 653 571 508 457 381
P4182 2131 1776 1184 789 592 473 394 338 296 263 236 197
P4182x2 68.12 5677 3785 2523 1892 1514 1261 1081 946 841 757 630
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Column Loading Data

P4121
P4121x2
P4125
P4125x2
P4135
Max, Allowable | o135%2
Lateral Load P4141
&N P4141x2
P4162
P4162x2
P4182
P4182x2
P3232

When P41 series are used as beam, multiply uniformly distributed load from the table by 0.5 for concentrated load and
corresponding deflection by 0.8.

Conversion Factors For Beam With Various Static Loading Conditions

1. Simple Beam, Uniform Load mm . “

3. Simple Beam, Two Equal Concentrated Loads at % pts

5. Beam Fixed at Both Ends, Concentrated Load at Center M 1.00 0.40

7. Cantilever Beam, Concentrated Load at End %—‘ 0.12 3.20

9. Continuous Beam, Two Equal Spans, Concentrated Load at Center of Each Span h T f 0.67 0.48
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C-CHANNEL STRUT ACCESSORIES

Channel Nuts
/

P41 Series Channel Nuts Without Spring A

Description Part No.
MS Threading CN41-M8
M10 Threading CN41-M10
M12 Threading CN41-M12

For use with all P41 Series Channel

J
é I
P41 Series Channel Nuts With Regular Spring
Description Part No.
M8 Threading CN4141-M8
M10 Threading CN4141-M10
M12 Threading CN4141-M12
For use with Channel P4135, P4141
J
_ . , I
P41 Series Channel Stud Nuts With Spring
Description Part No.
M8 Threading | CSN4141-M8
M10 Threading CSN4141-M10
M12 Threading CSN4141-M12
For use with Channel P4135, P4141
J
Other Channel Accessories
P41 Series Fixing Stand )
For a stronger fixing of threaded rods to C-Channel
Description Part No.
M8 Threading | FS-41-M8
— M10 Threading | FS-41-M10
g 136 MI12 Threading | FS-41-M12
For use with all P41 Series Channel D

Ve

P41 Series Channel Nuts With Short Spring

Description Part No.
M8 Threading CN4121-M8
M10 Threading CN4121-M10
M12 Threading CN4121-M12
For use with Channel P4121, P4125
P41 Series Channel Stud Nuts Without Spring
Description Part No.
M8 Threading CSN41-M8
MI10 Threading | CSN41-M10
M12 Threading CSN41-M12

-~

For use with all P41 Series Channel

Installation Method

4 P41 Series Slip Stand

For use together with fixing stand to minimize

swaying of installation by additional bracing to the ceiling

Description Part No.
M8 Threading | SS-41-M8
M10 Threading SS-41-M10
MI2 Threading | SS-41-M12

For use with all P41 Series Channel
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Types of Concrete Insert
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CI-4121

Max. Allowable
Lateral Load
(KN)

CI-4135

Minimum Spacing Between
Point Load (mm) - 300 300

Max. Allowable CI-4125 2.2 2.7 3.6 4.4 7.1 14.2 23.4 (KN/m)

Uniform Load
(KN)

CI-4141 2.4 4.5 4.9 5.8 9.3 18.7 30.7 (KN/m)

The maximum allowable point load may be placed anywhere along the insert.
All loads placed less than 2” from the end of an insert must be reduced by 50%.
Standard Finishing is Hot-Dipped Galvanized.

Part Number is derived by adding the length in “mm” after the part number for the type of concrete insert. Eg. CI —4121 — 6000
(is for Type CI — 4121 with length 6000mm).

Closure Strip Foam Strip
Part No.: Part No.:
CI-CS41 b CI-FS4121
M CI-FS5124 e

CI-FS4135

CI-FS4141
T

Joint Cover End Cap Ancker

Part No.: Part No.: A
CI-JC4121 CI-EC4121 i

CI-JC4141 CI-EC4141
/

6
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CANTILEVER ARMS

VersaStrut’s cantilever arms provides a convenient and versatile method to support cables, cable trays, cable
trucking, pipes etc...across vertical walls.

These can be fixed easily onto our C-Channel struts for easy adjustment. Custom made lengths or solutions are
available upon request.

Standard finishing is Hot-Dipped Galvanized. SS304 and SS316 materials and other finishing are available upon
request. Customized lengths are also available.

Type: CA4121 (41mm x 21mm) Part Number A (mm) Uniform Design Load (kN)
CA4121 - 150-H 150 2.18
CA4121 —-200-H 200 1.63
CA4121 -300-H 300 1.3
CA4121 - 400-H 400 0.9
CA4121 —450-H 450 0.5
CA4121 - 500-H 500 0.4
Type: CA4121 x 2 (4lmm x 21mm x 2) Part Number A (mm) Uniform Design Load (kN)
CA4121 x2-150-H 150 4.24
A CA4121 x 2 -200-H 200 3.8
CA4121 x 2 -300-H 300 2.92
CA4121 x 2 —400-H 400 2.19
CA4121 x 2 —450-H 450 1.94
CA4121 x 2 - 500-H 500 1.75
Type: CA4141 (41lmm x 41mm) Part Number A (mm) Uniform Design Load (kN)
CA4141 - 150-H 150 6.35
CA4141 -200-H 200 4.76
CA4141 - 300-H 300 3.17
CA4141 - 400-H 400 2.38
CA4141 —450-H 450 2.11
CA4141 - 500-H 500 1.9
CA4141 - 600-H 600 1.58
CA4141 -750-H 750 1.27
Ordering Code: CA4141 - 6000 - H o
N — N Finishing: ' »
Type Length Finishing H — Hot-Dipped Galvanizing
{emm) S — Stainless Steel Grade 316

E — Electro Galvanizing

7
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GENERAL STRUT FITTINGS ERWELD
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Flat Plate Fittings

Standard finishing is Hot-Dipped Galvanised.
SS304 and SS316 materials and other finishing are available upon request.

L-01 L-01A L-01B L-02
> >
L-02A L-02B
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GENERAL STRUT FITTINGS

Flat Plate Fittings

L-07D L-07E
114
73
41
Angle Fittings

L-09 L-09A  —_ L-09B “ L-09C

A
50 41

\ % 5
A=124,175 U

L-10 L-10A . L-10C

41
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L-11 L-11A L-11C
-
—
98
L-11E L-12
. 2
101 ;
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A=15° 30° ,45° 60° ,75° etc
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Z-Shaped Fittings

L-13 o~ L-13A L-13B L-13C
o 88/r\ 88\

< /
= =

L-13D L-13E L-13F L-13G
T
82
i
U-Shaped Fittings
L-18 L-18A L-18B L-18C

L-18D

L-18K
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BOLT, NUTS, LUASHER € THREAD ROD

VersaStrut has a wide range of bolts, nut, washers and thread rod in Stainless Steel [A2(SS304) & A4(316)], Hot-Dipped
Galvanised & Zinc Plated [Grade 4.8 & 8.8].

Our material comply to standards like DIN 933, DIN 931, Grade 2, Grade 5 (UNC/BSW), ASTM 324.

ZPB6-25-8.8 A4B6-25-8.8 HDGB6-25-8.8 M6 x 25mm
ZPB6-35-8.8 A4B6-35-8.8 HDGB6-35-8.8 M6 x 35mm
7ZPB8-25-8.8 A4B8-25-8.8 HDGBS-25-8.8 M8 x 25mm
ZPB8-35-8.8 A4B8-35-8.8 HDGBS8-35-8.8 M8 x 35mm
ZPB10-25-8.8 A4B10-25-8.8 HDGB10-25-8.8 M10 x 25mm
ZPB10-35-8.8 A4B10-35-8.8 HDGB10-35-8.8 M10 x 35mm
ZPB12-25-8.8 A4B12-25-8.8 HDGB12-25-8.8 MI12 x 25mm
ZPB12-35-8.8 A4B12-35-8.8 HDGB12-35-8.8 M12 x 35mm
Fr s o O M e B
ZPLW6 A4W6 HDGW6 Mé
ZPLW8 A4WS HDGW8 M8
o ZPLW10 A4W10 HDGW10 M10
ZPLW12 A4W12 HDGW12 Mi2
ZPLW6 A4LW6 HDGLW6 M6
B ZPLW8 A4LWS HDGLWS M8
ZPLW10 A4LW10 HDGLW10 M10
ZPLW12 A4LW12 HDGLW12 Mi12
ZPN6 A4NG6 HDGN6 Mé
ZPN8 A4NS HDGNS M3
3 ZPN10 A4N10 HDGNI10 MI10
ZPN12 A4N12 HDGN12 M12
ZPTRM6 A4TRM6 B M6
ZPTRMS8 A4TRMS B M8
ZPTRM10 A4TRM10 HDGTRM10 M10
ZPTRM12 A4TRM12 HDGTRM12 M12
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P41 Series Pipe Clamps for Rigid Steel Conduit

Part No. Pipe Size O.(]I)I;Ii;ze Th(i;lkéll)ess DeségKr;\I Iioad
P41-006 1/8 10.3 L.5 1.8
P41-008 1/4 13.7 1.5 1.8
P41-010 3/8 17.1 1.5 1.8
P41-015 12 21.3 1.5 1.8
P41-020 3/4 26.7 2 2.7
P41-025 1 334 2 2.7
P41-032 11/4 422 2 2.7
P41-040 112 48.3 2.5 3.6
P41-050 2 60.3 2.5 3.6
P41-065 2172 73.0 2.5 3.6
P41-080 3 88.9 2.5 3.6
P41-090 3172 101.6 3 4.4
P41-100 4 114.3 3 4.4
P41-125 5 141.3 3 4.4
P41-150 6 168.3 3.5 4.4
P41-200 8 219.1 3.5 4.4
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PIPE/CONDUIT CLAMPS

PCH-Type Pipe Ring, standard duty

Heavy duty series are available

Part No. Séitle Hfl{)ang Rod Size; I(r)lfn S)teel Bolt Desi(%élleoad
PCH-006 8-11 M8 1.5%20 M6%25 1.0
PCH-008 12-16 M8 1.5%20 M6*25 1.0
PCH-010 17-20 M8 1.5%20 M6%25 1.0
PCH-015 21-24 M8 1.5%20 M6*25 1.0
PCH-020 25-28 M8 1.5%20 M6*25 1.0
PCH-025A 29-32 M8 1.5%20 M6%25 1.0
PCH-025 33-37 M8 1.5%20 M6%25 1.0
PCH-032A 38-41 M8 1.5%20 M6*25 1.0
PCH-032 42-46 M8 1.5*20 M6%25 1.0
PCH-040 47-51 M8 1.5%20 M6*25 1.0
PCH-050A 52-56 M8 1.5%20 M6%25 1.0
PCH-050 57-61 M8 1.5%25 M6*25 1.0
PCH-065B 62-66 M8 2.0%25 M6%25 1.2
PCH-065A 67-71 M8 2.0%25 M6*25 1.2
PCH-065 72-77 M8 2.0%25 M6*25 1.2
PCH-080A 78-84 M8 2.0%25 M6*25 1.2
PCH-080 87-93 M8 2.0%25 M6*25 1.2
PCH-090 99-104 M10 2.5%25 M8*25 2.5
PCH-100A 108-112 MI10 2.5%25 M8*25 2.5
PCH-100 114-118 MI10 2.5%25 M8*25 2.5
PCH-125B 123-128 MI10 2.5%25 M8*25 2.5
PCH-125A 131-137 M10 2.5%25 M8*25 2.5
PCH-125 138-144 M10 2.5%25 M8*25 2.5
PCH-150A 157-163 M10 2.5%25 M8*25 25
PCH-150 164-170 M10 2.5%25 M8*25 2.5
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SS U Bolt Clamp with Connector Block
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ERICO RGC STYLE WIRE CLAMP OR EQUVALENT TO SUIT THE DIAMETER OF THE PEDESTALS WSTALLED




BEAM CLAMP

BC-24 Cast Steel Clamp
BC-25 Malleable Iron Clamp
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R5-03

A" o
Part No. {mm) fmm) Desizn Load
BC-24-08 9 18 24
BC-24-12 13 24 31
BC-24-14 15 34 37
-A- nc!
Part Mo, {mm) {mm) Design Load
o BOC-24,33
BC-25.08 9 18 18 » Lise wish BE-24.33
BC-25-10 I 23 )
BC-25-12 13 26 31
BC-25-11 17 23 4.0
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CUSTOMER REFERENCE ERIWELD
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The content of this VERSASTRUT catalogue has been carefully checked for accuracy at the time of print.
However, Eriweld International Pte Ltd doesn’t give any warranty of any kind, express or implied, in this
respect and shall not be liable for any loss or damage that may result from any use or as a consequence of
any inaccuracies in or any omissions from the information which it may contain.

Copyright Eriweld International Pte Ltd 2011. Copyright in these pages is owned by Eriweld International Pte
Ltd except where otherwise indicated. No part of this publication may be reproduced, copied or transmitted
in any form or by any means, without our prior written permission. Images, trademarks, brands, designs and
technology are also protected by other intellectual owners. Eriweld International Pte Ltd reserves the right to
change and improve any product specifications or other mentions in the catalogue at its own discretion and
at any time.

These conditions of use are governed by the law of Singapore and the courts of Singapore shall have exclusive
jurisdiction in any dispute.
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Address: 51 Ubi Avenue 1, #05-22 Paya Ubi Industrial Park, Singapore 408933

Tel: (65) 6749 3928 / 6741 9108 ~ Fax: (65) 6749 3244 ~ email: sales@eriweld.com / eriweld@pacific.net.sg
Website: www.eriweld.com
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