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Panel Technology Screen Size Resolution Aspect Ratio Brightness Response Time Viewing Angle Combined Bezel 
Width

Industrial 
Reliability

Commercial LED-
LCD (Direct-lit) IPS 

or SPVA

46"
49"
55”

1920x1080 16:9 500nit
700nit

8ms 178° / 178°
1.7mm
1.8mm
3.5mm

50,000 / 60,000+ 
Hours

4K Daisy Chain 

4K 4K

4K

4K

3840

2160

daria
스탬프

daria
스탬프

daria
스탬프

daria
스탬프

daria
스탬프

daria
스탬프

daria
스탬프

daria
스탬프

daria
스탬프
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MODEL INCH BRIGHTNESS BEZEL NUMBER OF 
PIXELS

VIEWING 
ANGLE

OPERATING 
TEMPERATURE POWER

SV46ML-GUN 46 500nit 3.5mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV46FL-GUN 46 700nit 3.5mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV49ML-GUNL 49 500nit 3.5mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV49FL-GUNL 49 700nit 3.5mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV55ML-GUN 55 500nit 3.5mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV55FL-GUN 55 700nit 3.5mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV55ML-GS17 55 500nit 1.7mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV55FL-GS17 55 700nit 1.7mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV55ML-GL18 55 500nit 1.8mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV55FL-GL18 55 700nit 1.8mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

Model Series

PORT - DP, HDMI, DVI, VGA, RS232C / DVI VGA RS232CInput : Output : 

SV46ML-GS17 46 500nit 1.7mm

SV46FL-GS17 46 700nit 1.7mm

SV49ML-GL18 49 500nit 1.8mm

SV49FL-GL18 49 700nit 1.8mm
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MODEL INCH BRIGHTNESS BEZEL NUMBER OF 
PIXELS

VIEWING 
ANGLE

OPERATING 
TEMPERATURE POWER

SV46ML-CS17-4K 46 500nit 1.7mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV46FL-CS17-4K 46 700nit 1.7mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV55ML-CS17-4K 55 500nit 1.7mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV55FL-CS17-4K 55 700nit 1.7mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV55ML-CL18-4K 55 500nit 1.8mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV55FL-CL18-4K 55 700nit 1.8mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

4K Model Series

PORT - Input : DP x 2,  HDMI x 3, RS232C x 1, USB, LAN (Option) / Output : DP x 1, RS232C x 1
 All digital ports support 4K In/Out

SV49ML-CL18-4K 49 500nit 1.8mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

SV49FL-CL18-4K 49 700nit 1.8mm 1,920 x 1,080 178° / 178° 0℃ ~ 40℃ 100V ~ 240V

 Option : Redundant Powe / SNMP Program
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Suitable LCD / TV 46” to 70”

Load Capacity 70kg

Tilt Angle -3 to +3 Degree

Pan Angle -3 to +3 Degree

Wall Mount Plate 380 x 730mm

Depth to wall 120 to 260mm

Colour Black

Complied to VESA 200 x 200mm, 300 x 300mm, 400 x 400mm
up to 640 x 400mm with adaptor

BKT-528 ACR HUB

The ACR Hub serves as both a central point for ACR Lite display 
monitoring as well as an IR extender for remote controllers. This 
allows users to address one or all sets in a video wall array via 
remote control. 
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 Active Network
 Over Temerature

3. Active Power On

1.
2.

4.  Active DC S5V 5.

 Not connected/No Signal S3
6.  Not connected/No Signal S2
7.

 Not connected/No Signal S1

Internet ACR HUB  

PC Server

Android Phone
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Model Series

PORT –  : DP, HDMI, DVI, VGA, RS232C, RJ45 (LAN), ACRInput
Auto Brightness Control and Fan Cooling System

MODEL BRIGHTNESS NUMBER OF 
PIXELS

TEMPERED 
GLASS

VIEWING 
ANGLE

OPERATING 
TEMPERATURE HUMIDITY OUTDOOR 

RATING POWER

KONR4625M 2500nit 1,920 x 1,080 5T 178° / 178° -15℃ ~ 40℃ 10% ~ 90% lP65 100V ~ 240V

KONR5525M 2500nit 1,920 x 1,080 5T 178° / 178° -15℃ ~ 40℃ 10% ~ 90% lP65 100V ~ 240V

KONR7525M 2500nit 1,920 x 1,080 5T 178° / 178° -15℃ ~ 40℃ 10% ~ 90% lP65 100V ~ 240V
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OPTION

MODEL DEVICE 2

Install Type □ Caster Type

p8

□ Anchor Type

Touch □ PCAP 10 Points

Commercial Player □ i3  □ i5  □ i7 PC □ A  ndroid Setup

CMS Software □ eGPO by PC □ G   Z-CMS by Android

Glass Coat □ AR Coat

DEVICE 1
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1. Active Network
2. Active Panel Lamp(Option)
3. Over Temerature
4. Active Power On
5. Active Backlight On
6. Active Backlight Dimming

7. Active DC 24V
8. Active DC 12V
9. Active DC M5V
10. Active DC S5V

11. Not connected/No Signal S1
12. Not connected/No Signal S2
13. Not connected/No Signal S3

Internet

PC Server

Android Phone

 02 Outdoor - Stand
Option
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Model Series

PORT – Input : DP, HDMI, DVI, VGA, RS232C, RJ45 (LAN), ACR
Auto Brightness Control and Fan Cooling System

MODEL BRIGHTNESS NUMBER OF 
PIXELS

TEMPERED 
GLASS

VIEWING 
ANGLE

OPERATING 
TEMPERATURE HUMIDITY OUTDOOR 

RATING POWER

DONR4625M 2500nit 1,920 x 1,080 5T 178° / 178° -15℃ ~ 40℃ 10% ~ 90% lP65 100V ~ 240V

DONR5525M 2500nit 1,920 x 1,080 5T 178° / 178° -15℃ ~ 40℃ 10% ~ 90% lP65 100V ~ 240V

DONR7525M 2500nit 1,920 x 1,080 5T 178° / 178° -15℃ ~ 40℃ 10% ~ 90% lP65 100V ~ 240V

Front Open Type Wall Type
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Multi-user Interface

• It has the ability to recognize up to 10 or simultaneous touches.

• This enables multiple people to be on the table at the same time.

• Great for sharing information or for engaging classroom activities
where everyone can be hands on at the same time.



 03 U- Table

s
CONTACT US!

remaco@remacotech.com | +65-6366 9266

Model Series

IR 10 Point Touch 

MODEL INCH BRIGHTNESS
NUMBER OF 

PIXELS
VIEWING 
ANGLE

OPERATING 
TEMPERATURE

OPERATING 
HUMIDITY

ASPECT 
RATIO

REFRESH 
FREQUENCY

DU42I-R 42 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

DU46I-R 46 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

DU55I-R 55 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

R Type

MODEL INCH BRIGHTNESS
NUMBER OF 

PIXELS
VIEWING 
ANGLE

OPERATING 
TEMPERATURE

OPERATING 
HUMIDITY

ASPECT 
RATIO

REFRESH 
FREQUENCY

DU42I-M 42 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

DU46I-M 46 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

DU55I-M 55 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

M Type

MODEL INCH BRIGHTNESS
NUMBER OF 

PIXELS
VIEWING 
ANGLE

OPERATING 
TEMPERATURE

OPERATING 
HUMIDITY

ASPECT 
RATIO

REFRESH 
FREQUENCY

DU42I-H 42 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

DU46I-H 46 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

DU55I-H 55 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

 H Type

www.remacotech.com

(PCAP Version Available)
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MODEL INCH BRIGHTNESS
NUMBER OF 

PIXELS
VIEWING 
ANGLE

OPERATING 
TEMPERATURE

OPERATING 
HUMIDITY

ASPECT 
RATIO

REFRESH 
FREQUENCY

DU42C-S 42 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

DU46C-S 46 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

S Type

O Type
MODEL INCH BRIGHTNESS

NUMBER OF 
PIXELS

VIEWING 
ANGLE

OPERATING 
TEMPERATURE

OPERATING 
HUMIDITY

ASPECT 
RATIO

REFRESH 
FREQUENCY

DU42C-O 42 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

DU46C-O 46 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

E Type MODEL INCH BRIGHTNESS
NUMBER OF 

PIXELS
VIEWING 
ANGLE

OPERATING 
TEMPERATURE

OPERATING 
HUMIDITY

ASPECT 
RATIO

REFRESH 
FREQUENCY

DU42C-E 42 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60Hz

MODEL INCH BRIGHTNESS
NUMBER OF 

PIXELS
VIEWING 
ANGLE

OPERATING 
TEMPERATURE

OPERATING 
HUMIDITY

ASPECT 
RATIO

REFRESH 
FREQUENCY

DU42C-U 42 500nit 1920 x 1080 178° / 178° 0°C ~ 40°C 10% ~ 80% 16 : 9 60HzU Type
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• High Quality Optical multi touch sensor
• Smooth sliding tempered AG Coat glass

• Anti Heat Function (Over Temperature warning System)
• Auto Cooling

• Optionally education software and Built in PC

Bracket Simple Stand (Pair)

Options:
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04 Interactive White
Board

FHD : Ports – USB for Media player, HDMI x2, VGA x 1, RS232C x 1
4K : Ports – In : DP x 1, HDMI x 1, RS232C x 1

Out : HDMI x 1, RS232C x 1

MODEL BRIGHTNESS PIXELS
VIEWING 
ANGLE

TOUCH 
SENSOR

OPERATING 
TEMPREATURE

HUMIDITY POWER
POWER 

CONSUMPTION
AG COATING 

GLASS

EV55LR 350nit 1920 x 1080 178° / 178° Optical 4 Points 0℃ ~ 40℃ 10% ~ 80% 100V~240V 170W YES

EV65LR 350nit 1920 x 1080 178° / 178° Optical 4 Points 0℃ ~ 40℃ 10% ~ 80% 100V~240V 230W YES

EV65LR-4K 450nit 3840 x 2160 178° / 178° Optical 4 Points 0℃ ~ 40℃ 10% ~ 80% 100V~240V 230W YES

EV75LR-4K 410nit 3840 x 2160 178° / 178° Optical 4 Points 0℃ ~ 40℃ 10% ~ 80% 100V~240V 370W YES

EV86LR-4K 410nit 3840 x 2160 178° / 178° IR 10 Points 0℃ ~ 40℃ 10% ~ 80% 100V~240V 400W YES

EV98LR-4K 500nit 3840 x 2160 178° / 178° IR 10 Points 0℃ ~ 40℃ 10% ~ 80% 100V~240V 500W YES

F
H

D
4
K

daria
스티커 노트
daria에 의해 설정된 Marked
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SCREEN SIZE 32”/ 42”/ 46”/ 55” 46”/ 55” 46”/ 55”

PANEL TECHNOLOGY Commercial-grade IPS/ SPVA / LED-backlit Commercial-grade IPS/ SPVA / LED-backlit Commercial-grade IPS/ SPVA / LED-backlit

RESOLUTION 1920 x 1080 1920 x 1080 1920 x 1080

BRIGHTNESS □500nit □700nit

DISPLAY ORIENTATION Landscape Portrait Portrait

VIEWING ANGLE 178° / 178° 178° / 178° 178° / 178°

ASPECT RATIO 16:9 16:9 16:9

REFRESH FREQUENCY 60Hz 60Hz 60Hz

Q Type QL Type R Type

□500nit □700nit □500nit □700nit
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Panel Technology Screen Size Resolution Aspect Ratio Brightness Response Time Viewing Angle Industrial Reliability

Commercial LED-
LCD (Edge-lit) SPVA

42"
46" 
55"

1920x1080 16:9 700nit 8ms 178° / 178° 50,000+ Hours

Cover Frame

Customized Design and Frame Color

 06 Mirror Signage
Stand

Portrait
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Panel Technology Screen Size Resolution Aspect Ratio Brightness Response Time Viewing Angle Industrial Reliability

Commercial LED-
LCD (Edge-lit) SPVA

42"
46" 
55"

1920x1080 16:9 700nit 8ms 178° / 178° 50,000+ Hours

Customized Design and Frame Color

 06 Mirror Signage
Set

Portrait and Landscape-compatibleTN Type Extended
Wide

Wide
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Model Viewing Angle Industrial Reliability

BA15M 178° / 178° 30,000+ Hours

 07 ...Bar Signage

Screen Size Resolution Brightness

15.5" 1280x390 400nit

BA16M 178° / 178° 30,000+ Hours16.3" 1366x238 320nit

BA25M 178° / 178° 30,000+ Hours25" 1920x540 300nit

BA29M 178° / 178° 30,000+ Hours29" 1920x540 500nit

BA37M 178° / 178° 30,000+ Hours37" 1920x540 500nit

BA38M 178° / 178° 30,000+ Hours38" 1920x540 500nit

PORT – Input : USB for Media player, HDMI x2, RS232C x 1 
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 07 ...Bar Signage

PORT – Input : USB for Media player, HDMI x1, RS232C x 1
            Output : HDMI x1 for Daisy Chain

Daisy Chain

Cut Resolution 1920 x 216

Daisy Chain

Daisy Chain

Daisy Chain

Full HD(1920 x 1080)

HDMI

BA27M - Daisy Chain
(Special Model)
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